
General Rules & Regulations 

  

1) Ask if you have any questions. 
2) All rules must be followed, or you will not run. 
3) All entries must be on the fairgrounds and through tech by 12 pm 
4) Drivers must always wear a helmet and seat belt; seatbelts must be operable. 
5) You will be given 2 minutes to restart and make a hit, or 2 minutes if you are hung up 

and make a hit. 
6) All drivers must remain in cars unless instructed otherwise by officials. 
7) Fireproof coveralls are suggested, as well as a neck brace. 
8) All drivers and crew members must attend the driver's meeting. 
9) Any controversies will be taken up at the driver's meeting. 
10) Do not hit the driver's door. Sometimes this happens, but if it looks intentional or 

careless, you will be disqualified. Do not use your door as a shield.  
11) A second fire will cause disqualification. 
12) No pinning to win, must be hitting until the end of the heat. 
13) No profanity on the vehicles. 
14) All winning cars will be reinspected after the feature. 
15) Judges' decisions are final. 
16) Any questions, send us an email, these are RULES not guidelines. If it doesn’t say 

you CAN do it DON’T DO IT. No exceptions. 
 

GENERAL: All cars must be stock, unless a modification is stated in these rules.  

Regular car class (8 cylinder), any American-made sedan or station wagon can run. No 

4x4s, ambulances, hearses, limousines, etc., (no tilted Vics or cold bending) All cars must 

have a solid white door. 

STRIPPING 

1) All glass (including windshield) must be removed, plastics, fibreglass, chrome, and 

interior must be removed from the car before arriving at the derby. (All decking in 

station wagons must be secure.) You can tack it, but not solid weld it. 

2) Anything added to the car must not add strength in any fashion unless stated in the 

rules. 

 

 



TIRES  

1) No tire rule, just remove weights and studs. 

RADIATORS 

1) Aluminum radiators allowed. Must be in the stock location. 

2) Water ONLY! Please flush out the coolant before derby day. This is for safety as well 

as for environmental caution and will be strictly enforced. 

BRAKES 

1) All cars must have working brakes. They will be checked before you enter the track. 

2) Pinion brakes will be allowed. 

3)  No excessive bracing. If you are unsure ask! 

GAS TANK 

      1) Stock gas tanks must be removed.  

2) You must use a boat tank or a well-made/CSA-approved fuel cell. Plastic tanks are 

allowed but need to be secured and covered. Ratchet straps may be used if they are not a 

safety concern. 

3) The fuel line must be secured and fastened properly. Keep away from the exhaust.  

4) Place the fuel cell behind the front seat or the center of the car where the back seat used 

to be. 

5) Only CSA or DOT-approved plastic marine tanks can be used. Must be secure, 

remember this is a demo. 

ELECTRICAL 

1) Two 12-VOLT batteries max. 

2) Batteries must be moved to the inside of the vehicle. It must be properly secured 

and covered.  

3) Industrial batteries (semi, tractor, military) may be used if you like. 

4) All vehicles with electric fuel pumps must have a shut-off switch clearly labelled 

ON/OFF within reach of both driver and officials.  

 

 

 



DOORS 

1) Max of 4 bolts per outside door bar. 

2) Driver's door seams may be welded solid, and or skinned with sheet metal. 

3) Front drivers and passengers' doors may have a piece of flat steel- grader blades 

may be used – channel iron up to 8 inches wide x ½ “thick, overlapping the seam by 

6 inches on the outside for driver's safety. 

4) No sharp edges or angle iron. 

5) Door bars must have bevelled edges. Must be mounted horizontally and straight.  

6) The outside door bar cannot be connected to 4-point Cage. 

7)  4 doors may be fastened in one of the following ways. A) welded/ weld 3 inches, 

then leaving 6 inches before the next weld 3” x 3” 8-inch-thick max plate. B) chained 

– 2 chains per door, using 3/8 chain max, single loop. C) Bolted- 2 bolts per door, 1” 

bolt max plates or washers must not exceed 6” x ¼ max. 

TRUNK / QUARTER PANELS 

1) Trunk lids may be fastened in a variation of the 2 ways below: A) Thread rod max 4 

pieces may be welded/ bolted through to the frame or structure only in 2 spots 

(vertical only). Washer must not be bigger than 6 inches by ¼ inch thick; panels may 

be shaped but must remain vertical. B) welded the same as doors: weld 3-inch skip 

6-inch. Only 50% of the truck. C) wired following the 3 skip 6 pattern. D) Chained (2 

wraps of chain) E) angle iron weld to hood/fenders will be allowed. Max of 4 

allowed. These count as a fastening point. 3 inch long, max up to ½ inch.  

2) Allowed to “V” the trunk lid. Trunk lid must be a minimum of 6 inches from the 

trunk floor, and you can tuck your trunk 50 % max tuck. 

3) You may crease your quarter panels, but they must remain vertical. No folding 

fenders over the trunk, creating a ramp.  

HOOD/ RAD CRADLE / FENDERS 

1) Hood may be fastened at 6 points up to 2 of the following ways: A) chained (2 wraps 

of chain), B) Thread rod, cannot be welded to any structure other than the frame. 1- 

inch bolt max, plates or washers must not exceed 6 inches by quarter ¼” max. 

Maximum of 6, including firewall, only 2 through or 2 frame, 4 welded. C) Angle iron 

welded to the hood/fenders will be allowed. Max of 4 allowed. These count as a 

fastening point. 3 inches long, max up to half an inch. 

2) All hoods must have holes for the carb for fire extinguisher access and must be able 

to open for inspection (ten 3/8 bolts max on hood holes).  

 



3) Fenders may be bolted. 1-inch bolt max, plate must not exceed ¼ inch thick. 5 bolts 

per quarter/ fender.  

4) Fenders may be trimmed for clearance.  

5) Rad cradle must be in stock location, 4-inch max riser is allowed, no welding riser to 

frame.  

6) Hoods may be folded over rad in stock location (free floating only, no horizontal 

bolting). 

FRONT AND BACK BUMPERS 

1) Any OEM factory stock bumper on any car. We allow max 1 4-inch by quarter 

square tubing. Must be in stock position and must be able to see through, no end 

caps, may use a replica bumper. 

2) No stuffing/loading of bumpers. You may seem weld bumper ends 

3) Bumpers may be inverted and trimmed. 

4) Bumpers, shocks and brackets are interchangeable. You may weld the brackets and 

shocks to the frame on the factory side of the frame, and a max of 10 inches back. 

You may hard-nose the bumper straight to the frame. You may cut the front frame as 

far back as the first body mount. No homemade shocks. 

5) No reinforcing bumpers. Bumpers may not exceed 21 inches from the ground to the 

bottom of the bumper. We will have a measuring tape. 

6) Bumper ends may be cut flush with the body, but must be cut straight and not be 

sharp or jagged. 

7) Bumpers may be bolted horizontally through the skin of the bumper through the 

back of the shock, up to 1-inch max. plates/washers no bigger than 3-inch by ¼. 

Bolts on the front of the bumper may not exceed the nut for safety reasons. 

8) May have a 6-inch x 4-inch x ¼ plate to help weld bumper to the frame. 

FRAME AND CHASSIS  

FRAME AND CHASSIS MUST REMAIN FACTORY STOCK UNLESS NOTED BELOW. 

1) Frame rust repair must follow the pre-run fix-it plates rule, rust repair on fresh cars. 

Rust repair must be preapproved. 

2) Pre-run fix it plates: max of 6 plates, 3 per side, 4-inch x 6-inch x 3/16 inch plates. 

Must be single pass weld and only on the edges of the plate (no welding over top of 

the plate to strengthen them even further) must have a 1-inch gap between plates. 

Must be on a visible bend in frame. Fix plates may not be on top of the frame.  

3) No stuffing of any kind. No filling or covering of factory holes closed. 

4) You may notch/dimple-bend the frame in the back to help the way it folds, but you 

may not weld the notch back together. 



5) No painting of any kind on the frame is allowed. If your frame is painted, you will be 

loaded and sent home, no exceptions. This includes rock guard. 

6) No tilting the frame allowed.  

7) Rubber spacers on factory body mounts must be factory or replaced with a hockey 

puck. THIS RULE DOES NOT APPLY TO THE 4 BOLTS IN THE HOOD OR 

TRUNK 

8) 4 FACTORY BOLTS MAY BE REPLACED WITH A THREADED ROD OF THE 

SAME SIZE AS THE FACTORY BOLT WHEN DEALING WITH BODY MOUNTS 

ONLY MAX WASHER OF 3” BY 3”. 

9) All trailer hitches and brackets must be removed. 

10) No welding of body panels, rad cradle, inner fender, ect. No welds other than factory. 

11) You may patch rust spots from the door back, no fixing rust on the front end. Must 

be able to provide proof of rust damage. 

12) No rear window bar. 

ROLL CAGE/ INTERIOR BARS 

1) DRIVER PROTECTION ONLY! 
2) ALL CAGE MATERIAL MUST NOT EXCEED 6 INCHES IN DIAMETER. ONLY A 4-POINT 

CAGE IS ALLOWED.  
3) Cage material may be welded and bolted. Must not extend 12 inches behind the 

pillar. 
4) Dash bar allowed, must be 6 inches of transmission tunnel and no further forward 

than the firewall. 
5) Only figuration allowed to be welded or bolted to the floor will be an “X” behind the 

seat or the floor-to-roof bar behind the driver's seat. 
6) Halo bar may be under or over the roof. The Halo bar must be attached to the 

interior bars. Halo may be welded/bolted to the roof in a max of 4 spots, no longer 
than 3 inches. Seat bar and halo are highly recommended. 

7) Only one configuration can be used. Any cage that is deemed unsafe by officials will 
be asked to fix or load the car. 

8) No down bars allowed below the dash bar or seat bar. No kicker bars.  
9) You can run 3 bars in your front window, no bigger than 2-inch x 2-inch x ¼ inch 

attach to the roof and dash cowl area only. Plate to attach bars no bigger than 3” x 
3”. You can also use 2 single-loop chains instead of bars. No bars to be used in the 
back window. 

10) The gas tank protector must be 4 inches from the sheet metal for the back seat. 
SUSPENSION  

MUST REMAIN FACTORY STOCK UNLESS MODIFICATIONS ARE NOTED BELOW. 



1) Leafs springs must be stock (no more than 8 leafs per side. You can wrap the leaf 
spring bracket no more than 6 wraps or clamps per side. No welding or bolting 
springs together. 

2) You can put spaces in sagging coil springs to get your height. You can wire or weld 
coil springs to the rear end housing only to prevent sagging and prevent springs from 
falling out. You can loop chain or wire from the rear end to the rear floorboards in 2 
spots 

3) No coil spring to leaf spring conversions allowed.  
4) You may tie down you’re A arms using a chain or bolts to gain your height, but do not 

weld them solid. No homemade tie rods or idler arms. 
 POWERTRAIN 
1) You can tilt the rear end if you wish, welded or posi track is highly recommended.  
2) Any stock 5 lug car rear end allowed, but no extra bracing other than factory 

mounts to mount it in. 
3) No rear-end bracing and must use a stock housing.  

STEERING 
1) You may alter your steering column or replace w aftermarket to prevent loss 

of steering.  
2) Stock steering components only, example no after-market or home-made tie 

rods. 

 ENGINE AND TRANSMISSION 

1) Use any motor and transmission of choice; the motor must be in the stock 
location. You may chain or weld the motor or transmission to keep it in place 
(don’t strengthen the frame)  

2) Transmission coolers allowed must be double clamped lines or have hydraulic 
fittings. 

3) Breathers covering the carb are mandatory; do not remove the air cleaner 
(causes fires) 

4) You can put the shifter through the floor, and you may also have a hand throttle. 
5) You can run the after-market brake and gas pedal. 
6) Any drive shaft is allowed, including sliders. 
7) No distributor protectors or tranny braces. 
8) Carb protectors are allowed.  
9) Lower engine cradles allowed, may not extend beyond factory location on 

engine, no higher than the valve covers, no welding or attaching cradle in any 
other way than 2 stock style mounts. 


